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1. General  
 
KERN SHM-01 
 
PC software for simple description of headers for KERN balances. 
 

1.1. Contractual agreements 
 
This program may not be passed on to third parties. 
 

1.2. Warranty 
 
We do not give guarantee, either explicit or implicit, for operability, absolute absence 
of errors and working order of the software or documentation. KERN does not accept 
liability resulting from the use of the software.  
KERN specifically reserves the right to alter parts of the software and / or 
documentation without having to give prior notice to third parties. 
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2. Operation 
 
The balance has to be connected to the PC using the model-specific interface cable 
(serial). 
 

2.1. Selecting a balance model 
 
As a first step enter the model of the balance to be used. 
To achieve this, select the series in the options display. 
 
The following message appears: 
 

 
 
Answering “yes“, will adopt the default interface parameters of the balance.  
If any of the interface parameters of the balance were changed at an earlier time, 
these will now have to be adjusted to the program. 
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2.2. Headers 
 
After the interface parameters have been set correctly, headers can be read out and 
described. 

 Reading out headers 
 
In order to read out headers you will have to differentiate between two series specific 
methods: 
 
Series BTBP, BTSP, BTTP, FTB, FTC, ITB, ITS, ITT 
 
For this purpose the balance must be working in dialogue mode (see manual). 
Simply press the “read-in” button and the headers will be read out and written to 
boxes 1 to 5. 
 
 
Series 440, CB, CME, CDE, DE, FCB, FKB_A, NDE, PCB 
 
First go to menu item “Pr“, and select "prPC“ mode for the balance. Go to “LAPr“, 
and ensure that it is set to "Hdr“. These are the settings used for sending headers 
when the Print key is pressed. 
Pressing the “read-in“ key reminds of this fact: 
 

 
 
It is now possible to press the print key on the balance before confirming with “OK”. 
Pressing the OK key starts data processing and writing to boxes 1 to 5. 
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 Writing of headers 
 
First enter the desired headers in the boxes 1 to 5. In doing so, observe that not all 
additional characters are accepted. 
 
In order to write headers you will have to differentiate between two series specific 
methods: 
 
Series BTBP, BTSP, BTTP, FTB, FTC, ITB, ITS, ITT 
 
For this purpose the balance must be working in dialogue mode (see manual). 
Pressing the “Program balance“ key once will write the headers to the balance. 
 
 
Series 440, CB, CME, CDE, DE, FCB, FKB_A, NDE, PCB 
 
First go to menu item “Pr“ and set “rECr“ mode for the balance. These settings are 
required for a remote control of the balance.  
Pressing the “Program balance“ key reminds of this fact: 
 

 
 
Once the scale is in the aforesaid mode, the message can be confirmed. Afterwards 
the balance must bleep 5 times. 
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